
Art. LOW PRESSURE  (ING-ITA) Rev. 01/18 Proprietà di NARDI® COMPRESSORI 
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2,5cv 60Hz
1700rpm

2,5cv 50Hz
1400rpm

3,0cv 60Hz
1700rpm2

3,0cv 50Hz
1400rpm3

Compressor Model Cylinders Air Intake  Max Pressure Power Phase Revolution Noise Weight Dimensions  

Modello Compressore Cilindri Aria Aspirata  Pressione mass. Motore Fase Giri Rumore Peso Dimensioni 

Type N° l/min. - C.F.M. - m3/h Bar  Psi HP - kW Type Rpm dB Kg - Lbs cm (LxWxH) 

EXTREME 4 UNIT 2,5HP 4 480  17  29 (50 Hz) 
580  20  35 (60 Hz) 10  145   2,50  1,9 Single 

1400 
1700 73 30  66 61 x 28 x 31

EXTREME 4 UNIT 3,0HP 4 600  21,2  36 (50 Hz) 
720  25,5 - 43 (60 Hz) 10  145   3,00  2,2 Three 1400 

1700 73 33  73  64 x 28 x 31

With automatic thermal protection - * F.A.D. values have a tolerance ± 5% 
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EXTREME 4 


